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GENERAL NOTES LEGEND REPAIR NOTES AND LEGEND KEY PLAN
NO.| DATE DESCRIPTION | BY
1. THE INFORMATION SHOWN ON THIS DRAWING HAS BEEN COMPILED FROM VARIOUS SOURCES, AND MAY NOT EXISTING BRICK MASONRY WALL PROJECT NO. 835300
QRZEZ2ZNN O H
REFLECT THE ACTUAL CONDITIONS AT THE TIME OF CONSTRUCTION. SPALLED BRICK TO BE REPLACED; # INDICATES UNIT QUANTITY v 835300-Gardine
S
2. HATCH PATTERNS ARE FOR REPRESENTATION ONLY AND SHOULD NOT BE USED A MEANS FOR QUANTIFYING. EXISTING CONCRETE FOOTING WITH COLUMN @ DETERIORATED MORTAR JOINT TO BE CUT AND POINTED; # INDICATES SQUARE FEET SESIONED BY ACP / AEO
(REFER TO DETAIL 1/A501)
3. DISCREPANCIES NOTED BY THE CONTRACTOR IN THE DRAWINGS OR SPECIFICATIONS MUST BE BROUGHT TO THE DRAWN BY ALP
OWNER’S ATTENTION PRIOR TO BID SUBMISSION. EXISTING COLUMN CRACKED CONCRETE TO BE REPAIRED; # INDICATES LINEAR FEET
S INDICATES CRACKS LESS THAN 1/4” IN WIDTH (REFER TO DETAIL 3/A501) CHECKED BY AEQ / SRM
4. ALL ITEMS OF CONSTRUCTION SHALL BE IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL REGULATIONS S OATE 12/13,/2019
APPLICABLE TO THE PROJECT. EXISTING STAIR AND STRINGER CHANNELS SCRAPE, PRIME AND PAINT APPROXIMATELY 100% OF THE FIRE ESCAPE. PAINT COLOR TO BE
APPROVED BY OWNER. (PAINTING FILED SUB—BID REQUIRED) DRAWING SCALE | 1/2" = 1"=0”
5. THE CONTRACTOR IS CAUTIONED THAT DUE TO BUILDING OCCUPANCY, THE OWNER REQUIRES COMPLIANCE ON
WORK HOURS, SCHEDULING, SET—UP, CLEANUP, PARKING, SECURITY, ETC. REFER TO SPECIFICATIONS FOR OWNER —===== EXISTING CHANNEL REMOVE AND REPLACE DETERIORATED OR MISSING THROUGH—BOLT, PAINT TO MATCH GRAPHIC SCALE
REQUIREMENTS. EXISTING; # INDICATES UNIT QUANTITY. (PAINTING FILED SUB—BID REQUIRED) , , ,
6. FOR THE SAKE OF CLARITY, SECUREMENT FASTENERS ARE NOT SHOWN ON THE DETAIL DRAWINGS. REFER TO THE FAISTING HANDRAILS ; e - 2 -
SPECIFICATIONS FOR FASTENER TYPES AND SPACING. ———  EXISTING FIRE ESCAPE BEYOND GALVANIZED STEEL ANGLE TO HANDRAIL. MECHANICALLY ATTACH THE ANGLE TO THE “m T E ESOAPE R 7 B o Btk
ADJACENT BRICK MASONRY WALL AND PAINT THE ANGLE AND EXISTING HANDRAIL; COLOR TO : - . " Dt - Ty SHEET TITLE
7. DETAILS NOT DEPICTED SHALL BE CONSTRUCTED IN A MANNER CONSISTENT WITH THE DETAIL DRAWINGS. HANDRAIL MATCH THE EXISTING. (REFER TO DETAIL 5/A501) (PAINTING FILED SUB—BID REQUIRED) , - - B it
8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING AND LEGALLY DISPOSING OF ALL MATERIALS LISTED
REMOVE AND REPLACE MISSING OR DISPLACED EXPANSION BOLT AND PAINT TO MATCH
AND /OR INDICATED ON THE DRAWINGS OR NOTED IN THE WRITTEN SPECIFICATIONS — TYPICAL. EXISTING EGRESS DOOR CARDINAL
EXISTING. (PAINTING FILED SUB—BID REQUIRED) O,CONNELL
9. THE CONTRACTOR IS RESPONSIBLE FOR CHECKING AND VERIFYING ALL DIMENSIONS, CONDITIONS, HEIGHTS,
MATERIAL THICKNESSES, ETC., IN THE FIELD PRIOR TO SUBMITTING THEIR BID AND COMMENCING CONSTRUCTION. DRILL TWO (2) NEW FASTENER HOLES THROUGH RAILING BASE PLATE AND CHANNEL. INSTALL SCHOOL FIRE
THROUGH BOLTS TO SECURE LANDING GRATE AND PAINT TO MATCH EXISTING. (PAINTING

10. THE BUILDING SHALL BE MAINTAINED IN A DUST FREE CONDITION. THE CONTRACTOR SHALL PROVIDE ALL FILED SUB-BID REQUIRED)

NECESSARY TEMPORARY PROTECTION TO ENSURE THE INTERIOR OF THE BUILDING REMAINS DUST FREE. NO
DEMOLITION CAN PROCEED UNTIL AN APPROVED TEMPORARY PROTECTION SYSTEM IS IN PLACE.

ESCAPE PLANS

EXISTING GRATE WALKWAY
DRILL NEW FASTENER HOLE THROUGH STEEL PLATE AND INTO SOLID BRICK MASONRY

SUBSTRATE. INSTALL NEW EXPANSION ANCHOR AND PAINT; COLOR TO BE APPROVED BY
OWNER. (PAINTING FILED SUB—BID REQUIRED)

11. DUE TO THE CONGESTION AROUND THE PROJECT SITE THE CONTRACTOR MUST PROVIDE DETAILED TRAFFIC AND
SCAFFOLDING PLANS TO THE OWNER FOR REVIEW. THE CONTRACTOR WILL ONLY BE ALLOWED THE AREAS SHOWN
FOR SETUP AND STORAGE OF MATERIALS.

DRILL NEW FASTENER HOLE INTO CONCRETE FOOTING, INSTALL NEW EXPANSION ANCHOR AND DRAWING NO.

BOLLARD WITH PIER PAINT; COLOR TO BE APPROVED BY OWNER. (PAINTING FILED SUB-BID REQUIRED)

REMOVE AND REPLACE HANDRAIL IN LIKE KIND. SCRAPE EXISTING PAINT AND CLEAN DEBRIS
APPROXIMATE LIMITS OF BITUMINOUS CONCRETE FROM EXISTING STRINGER CHANNEL. WELD NEW HANDRAIL POSTS TO PREPARED EXISTING
| | TO BE REMOVED AND REPLACED AS REQUIRED STRINGER CHANNEL AND PAINT NEW HANDRAIL AND PREPARED PORTIONS TO EXISTING

TO INSTALL NEW BOLLARDS STRINGER CHANNEL TO MATCH THE EXISTING. (PAINTING FILED SUB-BID REQUIRED)
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11. DUE TO THE CONGESTION AROUND THE PROJECT SITE THE CONTRACTOR MUST PROVIDE DETAILED TRAFFIC AND

SCAFFOLDING PLANS TO THE OWNER FOR REVIEW. THE CONTRACTOR WILL ONLY BE ALLOWED THE AREAS SHOWN DRAWING NO.

DRILL NEW FASTENER HOLE INTO CONCRETE FOOTING, INSTALL NEW EXPANSION ANCHOR AND

FOR SETUP AND STORAGE OF MATERIALS. PAINT; COLOR TO BE APPROVED BY OWNER. (PAINTING FILED SUB-BID REQUIRED)

REMOVE AND REPLACE HANDRAIL IN LIKE KIND. SCRAPE EXISTING PAINT AND CLEAN DEBRIS
FROM EXISTING STRINGER CHANNEL. WELD NEW HANDRAIL POSTS TO PREPARED EXISTING
STRINGER CHANNEL AND PAINT NEW HANDRAIL AND PREPARED PORTIONS TO EXISTING

STRINGER CHANNEL TO MATCH THE EXISTING. (PAINTING FILED SUB-BID REQUIRED)
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GENERAL NOTES LEGEND REPAIR NOTES AND LEGEND KEY PLAN
NO.| DATE DESCRIPTION | BY
1. THE INFORMATION SHOWN ON THIS DRAWING HAS BEEN COMPILED FROM VARIOUS SOURCES, AND MAY NOT N\ O\ EXISTING BRICK MASONRY WALL VPR R T U~ P ) PROJECT NO. 835300
REFLECT THE ACTUAL CONDITIONS AT THE TIME OF CONSTRUCTION. . SPALLED BRICK TO BE REPLACED; # INDICATES UNIT QUANTITY LA e ) | P AL s \ o0 FIE ifggoo Cerdina
2 3 r A "'_'. = ] I' - ¥ - -f-.‘_l .1- E n - 1-" - . -. o S
2. HATCH PATTERNS ARE FOR REPRESENTATION ONLY AND SHOULD NOT BE USED A MEANS FOR QUANTIFYING. A DETERIORATED MORTAR JOINT TO BE CUT AND POINTED; # INDICATES SQUARE FEET ia Gg‘ == | Ao o <TH SESIONED BY P
, g B / AEO
EXISTING CONCRETE FOOTING WITH COLUMN (REFER TO DETAIL 1/A501) et
3. DISCREPANCIES NOTED BY THE CONTRACTOR IN THE DRAWINGS OR SPECIFICATIONS MUST BE BROUGHT TO THE o B DRAWN BY ALP
OWNER'S ATTENTION PRIOR TO BID SUBMISSION. CRACKED CONCRETE TO BE REPAIRED; # INDICATES LINEAR FEET
. EXISTING COLUMN S INDICATES CRACKS LESS THAN 1/4” IN WIDTH (REFER TO DETAIL 3/A501) CHECKED BY AEO / SRM
4. ALL ITEMS OF CONSTRUCTION SHALL BE IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL REGULATIONS | | 5 OATE 12,/13/2019
APPLICABLE TO THE PROJECT. — SCRAPE, PRIME AND PAINT 100% OF THE FIRE ESCAPE. PAINT COLOR BE APPROVED BY
| | EXISTING STAIR AND STRINGER CHANNELS <> OWNER. (PAINTING FILED SUB-BID REQUIRED) DRAWING SCALE | 1/2” = 1’0"
5. THE CONTRACTOR IS CAUTIONED THAT DUE TO BUILDING OCCUPANCY, THE OWNER REQUIRES COMPLIANCE ON —A
WORK HOURS, SCHEDULING, SET—UP, CLEANUP, PARKING, SECURITY, ETC. REFER TO SPECIFICATIONS FOR OWNER ! ! REMOVE AND REPLACE DETERIORATED OR MISSING THROUGH—BOLT, PAINT TO MATCH Nl " - GRAPHIC SCALE
REQUIREMENTS. ®# EXISTING; # INDICATES UNIT QUANTITY. (PAINTING FILED SUB—BID REQUIRED) 5 od i z , , ,
6. FOR THE SAKE OF CLARITY, SECUREMENT FASTENERS ARE NOT SHOWN ON THE DETAIL DRAWINGS. REFER TO THE Tt FXISTING: CHARREL LT " - 2 -
: ’ : CLEAN EXISTING HANDRAIL OF EXISTING PAINT, DUST AND DEBRIS AND WELD A NEW - S CRe EscaPE BB s
SPECIFICATIONS FOR FASTENER TYPES AND SPACING. —0— EXISTING HANDRAILS <3> GALVANIZED STEEL ANGLE TO HANDRAIL. MECHANICALLY ATTACH THE ANGLE TO THE S - 4
ADJACENT BRICK MASONRY WALL AND PAINT THE ANGLE AND EXISTING HANDRAIL; COLOR TO 5 2 L SHEET TITLE
7. DETAILS NOT DEPICTED SHALL BE CONSTRUCTED IN A MANNER CONSISTENT WITH THE DETAIL DRAWINGS. - MATCH THE EXISTING. (REFER TO DETAIL 5/A501) (PAINTING FILDE SUB—BID REQUIRED)
EXISTING EGRESS DOOR
8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING AND LEGALLY DISPOSING OF ALL MATERIALS LISTED <,> E%%@ A(NEAIEEIF’NL(?CFEILE"[')S?SS_gIRD %Egbﬁfg) EXPANSION BOLT AND PAINT TO MATCH CARDINAL
AND/OR INDICATED ON THE DRAWINGS OR NOTED IN THE WRITTEN SPECIFICATIONS — TYPICAL. ' O,CONNELL
' DRILL TWO (2) NEW FASTENER HOLES THROUGH RAILING BASE PLATE AND CHANNEL. INSTALL
9. THE CONTRACTOR IS RESPONSIBLE FOR CHECKING AND VERIFYING ALL DIMENSIONS, CONDITIONS, HEIGHTS, — EXISTING FIRE ESCAPE BEYOND
MATERIAL THICKNESSES, ETC., IN THE FIELD PRIOR TO SUBMITTING THEIR BID AND COMMENCING CONSTRUCTION. e 1 @ THROUGH BOLTS TO SECURE LANDING GRATE AND PAINT TO MATCH EXISTING. (PAINTING SCHOOL FIRE
y ' FILED SUB-BID REQUIRED)
| | ESCAPE PLANS
10. THE BUILDING SHALL BE MAINTAINED IN A DUST FREE CONDITION. THE CONTRACTOR SHALL PROVIDE ALL || | EXISTING GRATE WALKWAY
NECESSARY TEMPORARY PROTECTION TO ENSURE THE INTERIOR OF THE BUILDING REMAINS DUST FREE. NO I | DRILL NEW FASTENER HOLE THROUGH STEEL PLATE AND INTO SOLID BRICK MASONRY
DEMOLITION CAN PROCEED UNTIL AN APPROVED TEMPORARY PROTECTION SYSTEM IS IN PLACE. Lo - SUBSTRATE. INSTALL NEW EXPANSION ANCHOR AND PAINT, COLOR TO BE APPROVED BY
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GENERAL NOTES ( LEGEND REPAIR NOTES AND LEGEND i KEY PLAN
NO.| DATE DESCRIPTION BY
1. THE INFORMATION SHOWN ON THIS DRAWING HAS BEEN COMPILED FROM VARIOUS SOURCES, AND MAY NOT \ \ \ EXISTING BRICK MASONRY WALL PROJECT NO. 835300
REFLECT THE ACTUAL CONDITIONS AT THE TIME OF CONSTRUCTION. N DETERIORATED MORTAR JOINT TO BE CUT AND POINTED; # INDICATES SQUARE FEET. 835300—GCreen
A (REFER TO DETAIL 1/A501) CADD FILE A100s
HATCH PATTERNS ARE FOR REPRESENTATION ONLY AND SHOULD NOT BE USED A MEANS FOR QUANTIFYING. DESIGNED BY ACP / AEO
L EXISTING CONCRETE FOOTING WITH COLUMN REMOVE AND REPLACE DETERIORATED OR MISSING THROUGH—BOLT, PAINT TO MATCH
3. DISCREPANCIES NOTED BY THE CONTRACTOR IN THE DRAWINGS OR SPECIFICATIONS MUST BE BROUGHT TO THE St EXISTING; # INDICATES UNIT QUANTITY. DRAWN BY ALP
OWNER'S ATTENTION PRIOR TO BID SUBMISSION. : #
EXISTING COLUMN REMOVE AND REPLACE MISSING OR DISPLACED EXPANSION BOLT AND PAINT TO CHECKED BY AEO / SRM
4. ALL ITEMS OF CONSTRUCTION SHALL BE IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL REGULATIONS | | MATCH EXISTING. (PAINTING FILED SUB—BID REQUIRED) DATE 12/13,/2019
APPLICABLE TO THE PROJECT. —
[ [ EXISTING STAIR AND STRINGER CHANNELS SCRAPE, PRIME AND PAINT 100% OF THE FIRE ESCAPE. PAINT COLOR TO BE AS DRAWING SCALE 1/2" = 1"-0"
5. THE CONTRACTOR IS CAUTIONED THAT DUE TO BUILDING OCCUPANCY, THE OWNER REQUIRES COMPLIANCE ON — APPROVED BY THE OWNER. (PAINTING FILED SUB—BID REQUIRED)
WORK HOURS, SCHEDULING, SET—UP, CLEANUP, PARKING, SECURITY, ETC. REFER TO SPECIFICATIONS FOR OWNER [ [ GRAPHIC SCALE
REQUIREMENTS. REMOVE EXISTING CLIP ANGLES. SCRAPE, PRIME AND PAINT THE ADJACENT STEEL
—=—====c EXISTING CHANNEL AND INSTALL NEW CLIP ANGLES AND THROUGH BOLTS TO MATCH THE EXISTING. 0 1 2' 4
6. FOR THE SAKE OF CLARITY, SECUREMENT FASTENERS ARE NOT SHOWN ON THE DETAIL DRAWINGS. REFER TO THE PAINT NEW STEEL ONCE WORK IS COMPLETE, COLOR TO BE AS APPROVED BY THE e 5" S
SPECIFICATIONS FOR FASTENER TYPES AND SPACING. —O0— EXISTING HANDRAILS OWNER. (PAINTING FILED SUB-BID REQUIRED) ~ .
FIRE ESCAPE B SHEET TITLE
7. DETAILS NOT DEPICTED SHALL BE CONSTRUCTED IN A MANNER CONSISTENT WITH THE DETAIL DRAWINGS. REMOVE AND REPLACE DAMAGE STAIR TREAD IN LIKE KIND. PAINT COLOR TO BE AS ST T
8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING AND LEGALLY DISPOSING OF ALL MATERIALS LISTED EXISTING EGRESS DOOR O APPROVED BY OWNER. (PAINTING FILED SUB—BID REQUIRED) '
AND /OR INDICATED ON THE DRAWINGS OR NOTED IN THE WRITTEN SPECIFICATIONS — TYPICAL. CUT AND REMOVE APPROXIMATELY THREE INCHES (3”) OF THE CHANNEL FROM THE
9. THE CONTRACTOR IS RESPONSIBLE FOR CHECKING AND VERIFYING ALL DIMENSIONS, CONDITIONS, HEIGHTS, P comier. cLean ExPOSED SURFACES OF ALL RUST. PRIE N0 ANT INSTALL NEw GREEN SCHOOL
MATERIAL THICKNESSES, ETC., IN THE FIELD PRIOR TO SUBMITTING THEIR BID AND COMMENCING CONSTRUCTION. EXISTING FIRE ESCAPE BEYOND
FILED SUB—BID REQUIRED) FlRE ESCAPE
10. THE BUILDING SHALL BE MAINTAINED IN A DUST FREE CONDITION. THE CONTRACTOR SHALL PROVIDE ALL PLANS
NECESSARY TEMPORARY PROTECTION TO ENSURE THE INTERIOR OF THE BUILDING REMAINS DUST FREE. NO EXISTING GRATE WALKWAY @ REMOVE AND REPLACE DETERIORATED OR MISSING J—BOLTS IN LIKE KIND. PAINT
DEMOLITION CAN PROCEED UNTIL AN APPROVED TEMPORARY PROTECTION SYSTEM IS IN PLACE. y COLOR TO BE AS APPROVED BY OWNER; # INDICATES UNIT QUANTITY. (PAINTING
FILED SUB—BID REQUIRED)
11. DUE TO THE CONGESTION AROUND THE PROJECT SITE THE CONTRACTOR MUST PROVIDE DETAILED TRAFFIC AND
SCAFFOLDING PLANS TO THE OWNER FOR REVIEW. THE CONTRACTOR WILL ONLY BE ALLOWED THE AREAS SHOWN DRAWING NO
FOR SETUP AND STORAGE OF MATERIALS. :
BOLLARD WITH PIER
APPROXIMATE LIMITS OF BITUMINOUS CONCRETE A1 03
| | TO BE REMOVED AND REPLACED TO INSTALL
NEW BOLLARDS
L NOTE: ALL REPAIR ITEMS MAY NOT BE SHOWN ON THIS SHEET
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1.	THE INFORMATION SHOWN ON THIS DRAWING HAS BEEN COMPILED FROM VARIOUS SOURCES, AND MAY NOT THE INFORMATION SHOWN ON THIS DRAWING HAS BEEN COMPILED FROM VARIOUS SOURCES, AND MAY NOT REFLECT THE ACTUAL CONDITIONS AT THE TIME OF CONSTRUCTION. 2.	HATCH PATTERNS ARE FOR REPRESENTATION ONLY AND SHOULD NOT BE USED A MEANS FOR QUANTIFYING. HATCH PATTERNS ARE FOR REPRESENTATION ONLY AND SHOULD NOT BE USED A MEANS FOR QUANTIFYING. 3.	DISCREPANCIES NOTED BY THE CONTRACTOR IN THE DRAWINGS OR SPECIFICATIONS MUST BE BROUGHT TO THE DISCREPANCIES NOTED BY THE CONTRACTOR IN THE DRAWINGS OR SPECIFICATIONS MUST BE BROUGHT TO THE OWNER'S ATTENTION PRIOR TO BID SUBMISSION. 4.	ALL ITEMS OF CONSTRUCTION SHALL BE IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL REGULATIONS ALL ITEMS OF CONSTRUCTION SHALL BE IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL REGULATIONS APPLICABLE TO THE PROJECT. 5.	THE CONTRACTOR IS CAUTIONED THAT DUE TO BUILDING OCCUPANCY, THE OWNER REQUIRES COMPLIANCE ON THE CONTRACTOR IS CAUTIONED THAT DUE TO BUILDING OCCUPANCY, THE OWNER REQUIRES COMPLIANCE ON WORK HOURS, SCHEDULING, SET-UP, CLEANUP, PARKING, SECURITY, ETC. REFER TO SPECIFICATIONS FOR OWNER REQUIREMENTS. 6.	FOR THE SAKE OF CLARITY, SECUREMENT FASTENERS ARE NOT SHOWN ON THE DETAIL DRAWINGS. REFER TO THE FOR THE SAKE OF CLARITY, SECUREMENT FASTENERS ARE NOT SHOWN ON THE DETAIL DRAWINGS. REFER TO THE SPECIFICATIONS FOR FASTENER TYPES AND SPACING. 7.	DETAILS NOT DEPICTED SHALL BE CONSTRUCTED IN A MANNER CONSISTENT WITH THE DETAIL DRAWINGS. DETAILS NOT DEPICTED SHALL BE CONSTRUCTED IN A MANNER CONSISTENT WITH THE DETAIL DRAWINGS. 8.	THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING AND LEGALLY DISPOSING OF ALL MATERIALS LISTED THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING AND LEGALLY DISPOSING OF ALL MATERIALS LISTED AND/OR INDICATED ON THE DRAWINGS OR NOTED IN THE WRITTEN SPECIFICATIONS - TYPICAL. 9.	THE CONTRACTOR IS RESPONSIBLE FOR CHECKING AND VERIFYING ALL DIMENSIONS, CONDITIONS, HEIGHTS, THE CONTRACTOR IS RESPONSIBLE FOR CHECKING AND VERIFYING ALL DIMENSIONS, CONDITIONS, HEIGHTS, MATERIAL THICKNESSES, ETC., IN THE FIELD PRIOR TO SUBMITTING THEIR BID AND COMMENCING CONSTRUCTION. 10.	THE BUILDING SHALL BE MAINTAINED IN A DUST FREE CONDITION. THE CONTRACTOR SHALL PROVIDE ALL THE BUILDING SHALL BE MAINTAINED IN A DUST FREE CONDITION. THE CONTRACTOR SHALL PROVIDE ALL NECESSARY TEMPORARY PROTECTION TO ENSURE THE INTERIOR OF THE BUILDING REMAINS DUST FREE. NO DEMOLITION CAN PROCEED UNTIL AN APPROVED TEMPORARY PROTECTION SYSTEM IS IN PLACE. 11.	DUE TO THE CONGESTION AROUND THE PROJECT SITE THE CONTRACTOR MUST PROVIDE DETAILED TRAFFIC AND DUE TO THE CONGESTION AROUND THE PROJECT SITE THE CONTRACTOR MUST PROVIDE DETAILED TRAFFIC AND SCAFFOLDING PLANS TO THE OWNER FOR REVIEW.  THE CONTRACTOR WILL ONLY BE ALLOWED THE AREAS SHOWN FOR SETUP AND STORAGE OF MATERIALS.
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i GENERAL NOTES i LEGEND 1 REPAIR NOTES AND LEGEND KEY PLAN )
NO.| DATE DESCRIPTION BY
1. THE INFORMATION SHOWN ON THIS DRAWING HAS BEEN COMPILED FROM VARIOUS SOURCES, AND MAY NOT \ \ \ EXISTING BRICK MASONRY WALL PROJECT NO. 835300
REFLECT THE ACTUAL CONDITIONS AT THE TIME OF CONSTRUCTION. . DETERIORATED MORTAR JOINT TO BE CUT AND POINTED; # INDICATES SQUARE FEET. 835300 Green
S (REFER TO DETAIL 1/A501) CADD FILE A100s
2. HATCH PATTERNS ARE FOR REPRESENTATION ONLY AND SHOULD NOT BE USED A MEANS FOR QUANTIFYING. DESIGNED BY ACP / AEO
i, EXISTING CONCRETE FOOTING WITH COLUMN REMOVE AND REPLACE DETERIORATED OR MISSING THROUGH—BOLT, PAINT TO MATCH
3. DISCREPANCIES NOTED BY THE CONTRACTOR IN THE DRAWINGS OR SPECIFICATIONS MUST BE BROUGHT TO THE R EXISTING; # INDICATES UNIT QUANTITY. DRAWN BY ALP
OWNER’S ATTENTION PRIOR TO BID SUBMISSION. #
EXISTING COLUMN REMOVE AND REPLACE MISSING OR DISPLACED EXPANSION BOLT AND PAINT TO CHECKED BY AEO / SRM
4. ALL ITEMS OF CONSTRUCTION SHALL BE IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL REGULATIONS | | MATCH EXISTING. (PAINTING FILED SUB—BID REQUIRED) DATE 12/13,/2019
APPLICABLE TO THE PROJECT. —
| | EXISTING STAIR AND STRINGER CHANNELS SCRAPE, PRIME AND PAINT 100% OF THE FIRE ESCAPE. PAINT COLOR TO BE AS DRAWING SCALE | 1/2" — 1’=0"
5. THE CONTRACTOR IS CAUTIONED THAT DUE TO BUILDING OCCUPANCY, THE OWNER REQUIRES COMPLIANCE ON — APPROVED BY THE OWNER. (PAINTING FILED SUB—BID REQUIRED)
WORK HOURS, SCHEDULING, SET—UP, CLEANUP, PARKING, SECURITY, ETC. REFER TO SPECIFICATIONS FOR OWNER | | GRAPHIC SCALE
REQUIREMENTS. REMOVE EXISTING CLIP ANGLES. SCRAPE, PRIME AND PAINT THE ADJACENT STEEL , , ,
—=—====c EXISTING CHANNEL AND INSTALL NEW CLIP ANGLES AND THROUGH BOLTS TO MATCH THE EXISTING. 0 1 2 4
6. FOR THE SAKE OF CLARITY, SECUREMENT FASTENERS ARE NOT SHOWN ON THE DETAIL DRAWINGS. REFER TO THE PAINT NEW STEEL ONCE WORK IS COMPLETE, COLOR TO BE AS APPROVED BY THE ey —
SPECIFICATIONS FOR FASTENER TYPES AND SPACING. —O— EXISTING HANDRAILS OWNER. (PAINTING FILED SUB-BID REQUIRED)
SHEET TITLE
7. DETAILS NOT DEPICTED SHALL BE CONSTRUCTED IN A MANNER CONSISTENT WITH THE DETAIL DRAWINGS. REMOVE AND REPLACE DAMAGE STAR TREAD IN LIKE KIND. PAINT COLOR TO BE AS
8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING AND LEGALLY DISPOSING OF ALL MATERIALS LISTED EXISTING EGRESS DOOR O APPROVED BY OWNER. (PAINTING FILED SUB-BID REQUIRED)
AND /OR INDICATED ON THE DRAWINGS OR NOTED IN THE WRITTEN SPECIFICATIONS — TYPICAL. CUT AND REMOVE APPROXIMATELY THREE INCHES (3”) OF THE CHANNEL FROM THE
9. THE CONTRACTOR IS RESPONSIBLE FOR CHECKING AND VERIFYING ALL DIMENSIONS, CONDITIONS, HEIGHTS, P covier cLEav ©POSED SURFACES OF AL RUST. PRIE AND AN INSTALL NEw GREEN SCHOOL
MATERIAL THICKNESSES, ETC., IN THE FIELD PRIOR TO SUBMITTING THEIR BID AND COMMENCING CONSTRUCTION. EXISTING FIRE ESCAPE BEYOND
F—————— - FILED SUB-BID REQUIRED) FIRE ESCAPE
10. THE BUILDING SHALL BE MAINTAINED IN A DUST FREE CONDITION. THE CONTRACTOR SHALL PROVIDE ALL :\ : PLANS
NECESSARY TEMPORARY PROTECTION TO ENSURE THE INTERIOR OF THE BUILDING REMAINS DUST FREE. NO 1 | EXISTING GRATE WALKWAY @ REMOVE AND REPLACE DETERIORATED OR MISSING J—BOLTS IN LIKE KIND. PAINT
DEMOLITION CAN PROCEED UNTIL AN APPROVED TEMPORARY PROTECTION SYSTEM IS IN PLACE. I | y COLOR TO BE AS APPROVED BY OWNER; # INDICATES UNIT QUANTITY. (PAINTING
L 4 FILED SUB-BID REQUIRED)
11. DUE TO THE CONGESTION AROUND THE PROJECT SITE THE CONTRACTOR MUST PROVIDE DETAILED TRAFFIC AND
SCAFFOLDING PLANS TO THE OWNER FOR REVIEW. THE CONTRACTOR WILL ONLY BE ALLOWED THE AREAS SHOWN EXTENT OF EXISTING BUILDING BELOW DRAWING NO
FOR SETUP AND STORAGE OF MATERIALS. :
L L )L NOTE: ALL REPAIR ITEMS MAY NOT BE SHOWN ON THIS SHEET
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GENERAL NOTES LEGEND REPAIR NOTES AND LEGEND KEY PLAN

10.

1.

THE INFORMATION SHOWN ON THIS DRAWING HAS BEEN COMPILED FROM VARIOUS SOURCES, AND MAY NOT
REFLECT THE ACTUAL CONDITIONS AT THE TIME OF CONSTRUCTION.

HATCH PATTERNS ARE FOR REPRESENTATION ONLY AND SHOULD NOT BE USED A MEANS FOR QUANTIFYING.

DISCREPANCIES NOTED BY THE CONTRACTOR IN THE DRAWINGS OR SPECIFICATIONS MUST BE BROUGHT TO THE
OWNER'S ATTENTION PRIOR TO BID SUBMISSION.

ALL ITEMS OF CONSTRUCTION SHALL BE IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL REGULATIONS
APPLICABLE TO THE PROJECT.

THE CONTRACTOR IS CAUTIONED THAT DUE TO BUILDING OCCUPANCY, THE OWNER REQUIRES COMPLIANCE ON
WORK HOURS, SCHEDULING, SET—UP, CLEANUP, PARKING, SECURITY, ETC. REFER TO SPECIFICATIONS FOR OWNER
REQUIREMENTS.

FOR THE SAKE OF CLARITY, SECUREMENT FASTENERS ARE NOT SHOWN ON THE DETAIL DRAWINGS. REFER TO THE
SPECIFICATIONS FOR FASTENER TYPES AND SPACING.

DETAILS NOT DEPICTED SHALL BE CONSTRUCTED IN A MANNER CONSISTENT WITH THE DETAIL DRAWINGS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING AND LEGALLY DISPOSING OF ALL MATERIALS LISTED
AND /OR INDICATED ON THE DRAWINGS OR NOTED IN THE WRITTEN SPECIFICATIONS — TYPICAL.

THE CONTRACTOR IS RESPONSIBLE FOR CHECKING AND VERIFYING ALL DIMENSIONS, CONDITIONS, HEIGHTS,
MATERIAL THICKNESSES, ETC., IN THE FIELD PRIOR TO SUBMITTING THEIR BID AND COMMENCING CONSTRUCTION.

THE BUILDING SHALL BE MAINTAINED IN A DUST FREE CONDITION. THE CONTRACTOR SHALL PROVIDE ALL
NECESSARY TEMPORARY PROTECTION TO ENSURE THE INTERIOR OF THE BUILDING REMAINS DUST FREE. NO
DEMOLITION CAN PROCEED UNTIL AN APPROVED TEMPORARY PROTECTION SYSTEM IS IN PLACE.

DUE TO THE CONGESTION AROUND THE PROJECT SITE THE CONTRACTOR MUST PROVIDE DETAILED TRAFFIC AND
SCAFFOLDING PLANS TO THE OWNER FOR REVIEW. THE CONTRACTOR WILL ONLY BE ALLOWED THE AREAS SHOWN
FOR SETUP AND STORAGE OF MATERIALS.

EXISTING BRICK MASONRY WALL

EXISTING CONCRETE FOOTING WITH COLUMN

EXISTING COLUMN

EXISTING STAIR AND STRINGER CHANNELS

EXISTING CHANNEL

EXISTING HANDRAILS

EXISTING EGRESS DOOR

EXISTING FIRE ESCAPE BEYOND

EXISTING GRATE WALKWAY

EXTENT OF EXISTING BUILDING BELOW

CRCRORAG)
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&

DETERIORATED MORTAR JOINT TO BE CUT AND POINTED; # INDICATES SQUARE FEET.
(REFER TO DETAIL 1/A501)

REMOVE AND REPLACE DETERIORATED OR MISSING THROUGH—BOLT, PAINT TO MATCH
EXISTING; # INDICATES UNIT QUANTITY.

REMOVE AND REPLACE MISSING OR DISPLACED EXPANSION BOLT AND PAINT TO
MATCH EXISTING. (PAINTING FILED SUB-BID REQUIRED)

SCRAPE, PRIME AND PAINT 100% OF THE FIRE ESCAPE. PAINT COLOR TO BE AS
APPROVED BY THE OWNER. (PAINTING FILED SUB-BID REQUIRED)

REMOVE EXISTING CLIP ANGLES. SCRAPE, PRIME AND PAINT THE ADJACENT STEEL
AND INSTALL NEW CLIP ANGLES AND THROUGH BOLTS TO MATCH THE EXISTING.
PAINT NEW STEEL ONCE WORK IS COMPLETE, COLOR TO BE AS APPROVED BY THE

OWNER. (PAINTING FILED SUB-BID REQUIRED)

REMOVE AND REPLACE DAMAGE STAIR TREAD IN LIKE KIND. PAINT COLOR TO BE AS
APPROVED BY OWNER. (PAINTING FILED SUB-BID REQUIRED)

CUT AND REMOVE APPROXIMATELY THREE INCHES (3”) FROM THE CORNER OF THE
CHANNEL. CLEAN EXPOSED SURFACES OF ALL RUST, PRIME AND PAINT. INSTALL

NEW REINFORCING PLATE AND THROUGH BOLTS AS SHOWN IN DETAIL 7/A502
(PAINTING FILED SUB—BID REQUIRED)

REMOVE AND REPLACE DETERIORATED OR MISSING J—BOLTS IN LIKE KIND. PAINT
COLOR TO BE AS APPROVED BY OWNER; # INDICATES UNIT QUANTITY. (PAINTING
FILED SUB—BID REQUIRED)

NOTE: ALL REPAIR ITEMS MAY NOT BE SHOWN ON THIS SHEET
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5. THE CONTRACTOR IS CAUTIONED THAT DUE TO BUILDING OCCUPANCY, THE OWNER REQUIRES COMPLIANCE ON
WORK HOURS, SCHEDULING, SET—UP, CLEANUP, PARKING, SECURITY, ETC. REFER TO SPECIFICATIONS FOR OWNER ORILL NEW FASTENER HOLE THROUGH STEEL PLATE AND INTO SOLID BRICK MASONRY GRAPHIC SCALE
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REQUIREMENTS EXISTING EGRESS DOOR @ SUBSTRATE. INSTALL NEW EXPANSION ANCHOR AND PAINT; COLOR TO BE APPROVED N I:IE eSoAPE 3 0 P > 4
6. FOR THE SAKE OF CLARITY, SECUREMENT FASTENERS ARE NOT SHOWN ON THE DETAIL DRAWINGS. REFER TO THE BY OWNER. (PAINTING FILED SUB-BID REQUIRED) f' e Je—
SPECIFICATIONS FOR FASTENER TYPES AND SPACING. @ SCRAPE, PRIME AND PAINT 100% OF THE FIRE ESCAPE. PAINT COLOR TO BE AS ‘ ix o
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7. DETAILS NOT DEPICTED SHALL BE CONSTRUCTED IN A MANNER CONSISTENT WITH THE DETAIL DRAWINGS. EXISTING FIRE ESCAPE BEYOND APPROVED BY THE OWNER. (PAINTING FILED SUB-BID REQUIRED) U
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8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING AND LEGALLY DISPOSING OF ALL MATERIALS LISTED
AND /OR INDICATED ON THE DRAWINGS OR NOTED IN THE WRITTEN SPECIFICATIONS — TYPICAL.
EXISTING GRATE WALKWAY
9. THE CONTRACTOR IS RESPONSIBLE FOR CHECKING AND VERIFYING ALL DIMENSIONS, CONDITIONS, HEIGHTS, MOLLOY SCHOOL
MATERIAL THICKNESSES, ETC., IN THE FIELD PRIOR TO SUBMITTING THEIR BID AND COMMENCING CONSTRUCTION. FIRE ESCAPE
10. THE BUILDING SHALL BE MAINTAINED IN A DUST FREE CONDITION. THE CONTRACTOR SHALL PROVIDE ALL PLANS
NECESSARY TEMPORARY PROTECTION TO ENSURE THE INTERIOR OF THE BUILDING REMAINS DUST FREE. NO
DEMOLITION CAN PROCEED UNTIL AN APPROVED TEMPORARY PROTECTION SYSTEM IS IN PLACE. BOLLARD WITH PIER
11. DUE TO THE CONGESTION AROUND THE PROJECT SITE THE CONTRACTOR MUST PROVIDE DETAILED TRAFFIC AND
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CRACKED CONCRETE TO BE REPAIRED; # INDICATES LINEAR FEET
D INDICATES CRACKS GREATER THAN 1/4” IN WIDTH (REFER TO DETAIL 2/A501)
S INDICATES CRACKS LESS THAN 1/4” IN WIDTH (REFER TO DETAIL 3/A501)
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(REFER TO DETAIL 4/A501)

REMOVE AND REPLACE DETERIORATED OR MISSING THROUGH—BOLT AND PAINT;
COLOR TO BE APPROVED BY OWNER. # INDICATES UNIT QUANTITY. (PAINTING FILED
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SCRAPE, PRIME AND PAINT 100% OF THE FIRE ESCAPE. PAINT COLOR TO BE
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ANCHOR AND PAINT; COLOR TO BE APPROVED BY OWNER. (PAINTING FILED SUB-BID
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REMOVE AND REPLACE EXISTING LANDING GRATING IN LIKE KIND. PAINT NEW
LANDING GRATING; COLOR TO BE APPROVED BY OWNER. (PAINTING FILED SUB-BID
REQUIRED)
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THE INFORMATION SHOWN ON THIS DRAWING HAS BEEN COMPILED FROM VARIOUS SOURCES, AND MAY NOT
REFLECT THE ACTUAL CONDITIONS AT THE TIME OF CONSTRUCTION.

HATCH PATTERNS ARE FOR REPRESENTATION ONLY AND SHOULD NOT BE USED A MEANS FOR QUANTIFYING.

DISCREPANCIES NOTED BY THE CONTRACTOR IN THE DRAWINGS OR SPECIFICATIONS MUST BE BROUGHT TO THE
OWNER’S ATTENTION PRIOR TO BID SUBMISSION.

ALL ITEMS OF CONSTRUCTION SHALL BE IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL REGULATIONS
APPLICABLE TO THE PROJECT.

THE CONTRACTOR IS CAUTIONED THAT DUE TO BUILDING OCCUPANCY, THE OWNER REQUIRES COMPLIANCE ON
WORK HOURS, SCHEDULING, SET—UP, CLEANUP, PARKING, SECURITY, ETC. REFER TO SPECIFICATIONS FOR OWNER
REQUIREMENTS.

FOR THE SAKE OF CLARITY, SECUREMENT FASTENERS ARE NOT SHOWN ON THE DETAIL DRAWINGS. REFER TO THE
SPECIFICATIONS FOR FASTENER TYPES AND SPACING.

DETAILS NOT DEPICTED SHALL BE CONSTRUCTED IN A MANNER CONSISTENT WITH THE DETAIL DRAWINGS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING AND LEGALLY DISPOSING OF ALL MATERIALS LISTED
AND /OR INDICATED ON THE DRAWINGS OR NOTED IN THE WRITTEN SPECIFICATIONS — TYPICAL.

THE CONTRACTOR IS RESPONSIBLE FOR CHECKING AND VERIFYING ALL DIMENSIONS, CONDITIONS, HEIGHTS,
MATERIAL THICKNESSES, ETC., IN THE FIELD PRIOR TO SUBMITTING THEIR BID AND COMMENCING CONSTRUCTION.

. THE BUILDING SHALL BE MAINTAINED IN A DUST FREE CONDITION. THE CONTRACTOR SHALL PROVIDE ALL

NECESSARY TEMPORARY PROTECTION TO ENSURE THE INTERIOR OF THE BUILDING REMAINS DUST FREE. NO
DEMOLITION CAN PROCEED UNTIL AN APPROVED TEMPORARY PROTECTION SYSTEM IS IN PLACE.
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GENERAL NOTES LEGEND REPAIR NOTES AND LEGEND KEY PLAN
NO.| DATE DESCRIPTION | BY
1. THE INFORMATION SHOWN ON THIS DRAWING HAS BEEN COMPILED FROM VARIOUS SOURCES, AND MAY NOT \ \ \ EXISTING BRICK MASONRY WALL DETERIORATED MORTAR JOINT TO BE CUT AND POINTED; # INDICATES SQUARE FEET PROJECT NO. 832389
REFLECT THE ACTUAL CONDITIONS AT THE TIME OF CONSTRUCTION. — (REFER TO DETAIL 1/A501) CADD FILE Washington A100s
2. HATCH PATTERNS ARE FOR REPRESENTATION ONLY AND SHOULD NOT BE USED AS A MEANS FOR QUANTIFYING. CRACKED CONCRETE TO BE REPAIRED; # INDICATES LINEAR FEET DESIGNED BY ACP /AEO
., EXISTING CONCRETE FOOTING WITH COLUMN D INDICATES CRACKS GREATER THAN 1/4” IN WIDTH (REFER TO DETAIL 2/A501)
3. DISCREPANCIES NOTED BY THE CONTRACTOR IN THE DRAWINGS OR SPECIFICATIONS MUST BE BROUGHT TO THE s /S INDICATES CRACKS LESS THAN 1/4” IN WIDTH (REFER TO DETAIL 3/A501) DRAWN BY ACP /ALP
OWNER’S ATTENTION PRIOR TO BID SUBMISSION. CHECKED BY AEO / SRM
TioOOo EXISTING COLUMN SPALLED CONCRETE TO BE REPAIRED; # INDICATES SQUARE FEET (REFER TO DETAIL 4/A501)
4. ALL ITEMS OF CONSTRUCTION SHALL BE IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL REGULATIONS | | DATE 12/13/2019
APPLICABLE TO THE PROJECT. — SCRAPE, PRIME AND PAINT THE PERIMETER OF THE COLUMN FROM THE COLUMN BASE TO A
' ' EXISTING STAIR AND STRINGER CHANNELS <> MINIMUM OF 6'—0" ABOVE THE COLUMN BASE. PAINT COLOR TO MATCH THE EXISTING. DRAWING SCALE | AS NOTED
5. THE CONTRACTOR IS CAUTIONED THAT DUE TO BUILDING OCCUPANCY, THE OWNER REQUIRES COMPLIANCE ON I (PAINTING FILED SUB—BID REQUIRED) e CRAPHIC SCALE
WORK HOURS, SCHEDULING, SET—UP, CLEANUP, PARKING, SECURITY, ETC. REFER TO SPECIFICATIONS FOR OWNER . - e 4
REQUIREMENTS. e CLEAN EXISTING HANDRAIL OF EXISTING PAINT, DUST AND DEBRIS AND WELD A NEW -] IRE ESCAPE
—————— EXISTING CHANNEL @ GALVANIZED STEEL ANGLE TO THE HANDRAIL. MECHANICALLY ATTACH THE ANGLE TO THE
6. FOR THE SAKE OF CLARITY, SECUREMENT FASTENERS ARE NOT SHOWN ON THE DETAIL DRAWINGS. REFER TO THE ADJACENT BRICK MASONRY WALL AND PAINT THE ANGLE AND EXISTING HANDRAIL; COLOR TO
SPECIFICATIONS FOR FASTENER TYPES AND SPACING. ° EXISTING HANDRAILS MATCH THE EXISTING. (PAINTING FILED SUB—BID REQUIRED) (REFER TO DETAIL 5/A501) —
7. DETAILS NOT DEPICTED SHALL BE CONSTRUCTED IN A MANNER CONSISTENT WITH THE DETAIL DRAWINGS. <3> REMOVE AND REPLACE DETERIORATED OR MISSING THROUGH—BOLT: PAINT TO MATCH EXISTING:
8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING AND LEGALLY DISPOSING OF ALL MATERIALS LISTED EXISTING EGRESS DOOR # # INDICATES UNIT QUANTITY. (PAINTING FILED SUB-BID REQUIRED) WASHINGTON
AND /OR INDICATED ON THE DRAWINGS OR NOTED IN THE WRITTEN SPECIFICATIONS — TYPICAL. INSTALL NEW COLUMN CAP. PROFILE AND COLOR TO MATCH THE ADJACENT EXISTING COLUMN SCHOOL NORTH
<‘> CAPS. (PAINTING FILED SUB—BID REQUIRED)
9. THE CONTRACTOR IS RESPONSIBLE FOR CHECKING AND VERIFYING ALL DIMENSIONS, CONDITIONS, HEIGHTS, EYISTING FIRE ESCAPE BEYOND
MATERIAL THICKNESSES, ETC., IN THE FIELD PRIOR TO SUBMITTING THEIR BID AND COMMENCING CONSTRUCTION. ;‘F— _____ : REMOVE AND REPLACE STAIR TREADS. STRINGERS AND HANDRAILS IN LIKE KIND AND PROVIDE FIRE ESCAPE
10. THE BUILDING SHALL BE MAINTAINED IN A DUST FREE CONDITION. THE CONTRACTOR SHALL PROVIDE ALL I | @ ,(\IIEX\I/N('I:'ICI)\II\(I;C?IELTIEED SSOUNBO_TILBJI%ERE%%&'E% ?F:EEEARSETOOESTT;LN%E/Fi\sgor A;CNIJ%%@)TCH EXISTING. PLANS
NECESSARY TEMPORARY PROTECTION TO ENSURE THE INTERIOR OF THE BUILDING REMAINS DUST FREE. NO I | EXISTING GRATE WALKWAY
DEMOLITION CAN PROCEED UNTIL AN APPROVED TEMPORARY PROTECTION SYSTEM IS IN PLACE. il REMOVE DISPLACED ANGLE AND SCRAPE, PRIME AND PAINT STRINGER AND CHANNEL TO
11. DUE TO THE CONGESTION AROUND THE PROJECT SITE THE CONTRACTOR MUST PROVIDE DETAILED TRAFFIC AND <6> MATCH EXISTING COLOR. INSTALL NEW CLIP ANGLE WITH THROUGH—BOLTS. (PAINTING FILED
SCAFFOLDING PLANS TO THE OWNER FOR REVIEW. THE CONTRACTOR WILL ONLY BE ALLOWED THE AREAS SHOWN SUB-BID REQUIRED) DRAWING NO.
FOR SETUP AND STORAGE OF MATERIALS.
BOLLARD AND CAST—IN—PLACE CONCRETE PIER DRILL NEW FASTENER HOLE THROUGH STEEL PLATE AND INTO SOLID BRICK MASONRY
@ SUBSTRATE AND INSTALL NEW EXPANSION ANCHOR. PAINT TO MATCH EXISTING COLOR.
(PAINTING FILED SUB—BID REQUIRED) A1 Og
APPROXIMATE LIMITS OF BITUMINOUS CONCRETE
| | TO BE REMOVED AND REPLACED AS REQUIRED NOTE: ALL REPAIR ITEMS MAY NOT BE SHOWN ON THIS SHEET
TO INSTALL NEW BOLLARDS
L ]
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1. THE INFORMATION SHOWN ON THIS DRAWING HAS BEEN COMPILED FROM VARIOUS SOURCES, AND MAY NOT \ \ \  EXISTING BRICK MASONRY WALL DETERIORATED MORTAR JOINT TO BE CUT AND POINTED; # INDICATES SQUARE FEET PROJECT NO. 38308
REFLECT THE ACTUAL CONDITIONS AT THE TIME OF CONSTRUCTION. : — (REFER TO DETAIL 1/A501) CADD FILE Washington A100s
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OWNER’S ATTENTION PRIOR TO BID SUBMISSION. - EYISTING. COLUMN CHECKED BY AEO / SRM
oo SPALLED CONCRETE TO BE REPAIRED; # INDICATES SQUARE FEET (REFER TO DETAIL 4/A501)

4. ALL ITEMS OF CONSTRUCTION SHALL BE IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL REGULATIONS | | DATE 12/13/2019
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1. THE INFORMATION SHOWN ON THIS DRAWING HAS BEEN COMPILED FROM VARIOUS SOURCES, AND MAY NOT REFLECT THE ACTUAL
CONDITIONS AT THE TIME OF CONSTRUCTION.

2. HATCH PATTERNS ARE FOR REPRESENTATION ONLY AND SHOULD NOT BE USED AS A MEANS FOR QUANTIFYING.

3. DISCREPANCIES NOTED BY THE CONTRACTOR IN THE DRAWINGS OR SPECIFICATIONS MUST BE BROUGHT TO THE OWNER'S ATTENTION PRIOR
TO BID SUBMISSION.

4. ALL ITEMS OF CONSTRUCTION SHALL BE IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL REGULATIONS APPLICABLE TO THE PROJECT.

5. THE CONTRACTOR IS CAUTIONED THAT DUE TO BUILDING OCCUPANCY, THE OWNER REQUIRES COMPLIANCE ON WORK HOURS, SCHEDULING,
SET—UP, CLEANUP, PARKING, SECURITY, ETC. REFER TO SPECIFICATIONS FOR OWNER REQUIREMENTS.

6. FOR THE SAKE OF CLARITY, SECUREMENT FASTENERS ARE NOT SHOWN ON THE DETAIL DRAWINGS. REFER TO THE SPECIFICATIONS FOR
FASTENER TYPES AND SPACING.

7. DETAILS NOT DEPICTED SHALL BE CONSTRUCTED IN A MANNER CONSISTENT WITH THE DETAIL DRAWINGS.

8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING AND LEGALLY DISPOSING OF ALL MATERIALS LISTED AND/OR INDICATED ON THE
DRAWINGS OR NOTED IN THE WRITTEN SPECIFICATIONS — TYPICAL.

9. THE CONTRACTOR IS RESPONSIBLE FOR CHECKING AND VERIFYING ALL DIMENSIONS, CONDITIONS, HEIGHTS, MATERIAL THICKNESSES, ETC., IN
THE FIELD PRIOR TO SUBMITTING THEIR BID AND COMMENCING CONSTRUCTION.

10. THE BUILDING SHALL BE MAINTAINED IN A DUST FREE CONDITION. THE CONTRACTOR SHALL PROVIDE ALL NECESSARY TEMPORARY
PROTECTION TO ENSURE THE INTERIOR OF THE BUILDING REMAINS DUST FREE. NO DEMOLITION CAN PROCEED UNTIL AN APPROVED
TEMPORARY PROTECTION SYSTEM IS IN PLACE.

11. DUE TO THE CONGESTION AROUND THE PROJECT SITE THE CONTRACTOR MUST PROVIDE DETAILED TRAFFIC AND SCAFFOLDING PLANS TO THE
OWNER FOR REVIEW. THE CONTRACTOR WILL ONLY BE ALLOWED THE AREAS SHOWN FOR SETUP AND STORAGE OF MATERIALS.
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DETERIORATED MORTAR JOINT TO BE CUT AND POINTED; # INDICATES SQUARE FEET
(REFER TO DETAIL 1/A501)

CRACKED CONCRETE TO BE REPAIRED; # INDICATES LINEAR FEET
S INDICATES CRACKS LESS THAN 1/4” IN WIDTH (REFER TO DETAIL 3/A501)

SCRAPE, PRIME AND PAINT 100% OF THE FIRE ESCAPE. PAINT COLOR BE APPROVED BY OWNER.
(PAINTING FILED SUB-BID REQUIRED)

REMOVE AND REPLACE DETERIORATED OR MISSING THROUGH—BOLT, PAINT TO MATCH EXISTING;
# INDICATES UNIT QUANTITY. (PAINTING FILED SUB-BID REQUIRED)

CLEAN EXISTING HANDRAIL OF EXISTING PAINT, DUST AND DEBRIS AND WELD A NEW
GALVANIZED STEEL ANGLE TO HANDRAIL. MECHANICALLY ATTACH THE ANGLE TO THE ADJACENT
BRICK MASONRY WALL AND PAINT THE ANGLE AND EXISTING HANDRAIL; COLOR TO MATCH THE

EXISTING. (REFER TO DETAIL 5/A501) (PAINTING FILED SUB—BID REQUIRED)

REMOVE AND REPLACE MISSING OR DISPLACED EXPANSION BOLT AND PAINT TO MATCH
EXISTING. (PAINTING FILED SUB-BID REQUIRED)

DRILL TWO (2) NEW FASTENER HOLES THROUGH RAILING BASE PLATE AND CHANNEL. INSTALL
THROUGH BOLTS TO SECURE LANDING GRATE AND PAINT TO MATCH EXISTING. (PAINTING FILED
SUB-BID REQUIRED)

DRILL NEW FASTENER HOLE THROUGH STEEL PLATE AND INTO SOLID BRICK MASONRY
SUBSTRATE. INSTALL NEW EXPANSION ANCHOR AND PAINT; COLOR TO BE APPROVED BY OWNER.

(PAINTING FILED SUB-BID REQUIRED)

DRILL NEW FASTENER HOLE INTO CONCRETE FOOTING, INSTALL NEW EXPANSION ANCHOR AND
PAINT; COLOR TO BE APPROVED BY OWNER. (PAINTING FILED SUB-BID REQUIRED)

REMOVE AND REPLACE HANDRAIL IN LIKE KIND. SCRAPE EXISTING PAINT AND CLEAN DEBRIS
FROM EXISTING STRINGER CHANNEL. WELD NEW HANDRAIL POSTS TO PREPARED EXISTING
STRINGER CHANNEL AND PAINT NEW HANDRAIL AND PREPARED PORTIONS TO EXISTING STRINGER

CHANNEL TO MATCH THE EXISTING. (PAINTING FILED SUB—BID REQUIRED)
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REPAIR NOTES AND LEGEND

KEY PLAN

SO OOO O OEYEIE3

DETERIORATED MORTAR JOINT TO BE CUT AND POINTED; # INDICATES SQUARE FEET
(REFER TO DETAIL 1/A501)

CRACKED CONCRETE TO BE REPAIRED; # INDICATES LINEAR FEET
D INDICATES CRACKS GREATER THAN 1/4” IN WIDTH (REFER TO DETAIL 2/A501)
S INDICATES CRACKS LESS THAN 1/4” IN WIDTH (REFER TO DETAIL 3/A501)

SPALLED CONCRETE TO BE REPAIRED; # INDICATES SQUARE FEET (REFER TO DETAIL
4 /A501)

SCRAPE, PRIME AND PAINT THE PERIMETER OF THE COLUMN FROM THE COLUMN BASE TO
A MINIMUM OF 6'—0" ABOVE THE COLUMN BASE. PAINT COLOR TO MATCH THE EXISTING.
(PAINTING FILED SUB—BID REQUIRED)

CLEAN EXISTING HANDRAIL OF EXISTING PAINT, DUST AND DEBRIS AND WELD A NEW
GALVANIZED STEEL ANGLE TO THE HANDRAIL. MECHANICALLY ATTACH THE ANGLE TO THE
ADJACENT BRICK MASONRY WALL AND PAINT THE ANGLE AND EXISTING HANDRAIL; COLOR

TO MATCH THE EXISTING. (PAINTING FILED SUB-BID REQUIRED) (REFER TO DETAIL 5/A501)

REMOVE AND REPLACE DETERIORATED OR MISSING THROUGH—BOLT; PAINT TO MATCH
EXISTING; # INDICATES UNIT QUANTITY. (PAINTING FILED SUB-BID REQUIRED)

INSTALL NEW COLUMN CAP. PROFILE AND COLOR TO MATCH THE ADJACENT EXISTING
COLUMN CAPS. (PAINTING FILED SUB-BID REQUIRED)

REMOVE AND REPLACE STAIR TREADS AND STRINGERS IN LIKE KIND AND PROVIDE NEW
CONCRETE SONOTUBE FOOTINGS AT BASE OF STRINGERS; PAINT TO MATCH EXISTING.

(PAINTING FILE SUB—BID REQUIRED) (REFER TO DETAIL 6/A501 AND 12/A502)

REMOVE DISPLACED ANGLE AND SCRAPE, PRIME AND PAINT STRINGER AND CHANNEL TO
MATCH EXISTING COLOR. INSTALL NEW CLIP ANGLE WITH THROUGH—BOLTS. (PAINTING FILED
SUB-BID REQUIRED)

DRILL NEW FASTENER HOLE THROUGH STEEL PLATE AND INTO SOLID BRICK MASONRY
SUBSTRATE AND INSTALL NEW EXPANSION ANCHOR. PAINT TO MATCH EXISTING COLOR.

(PAINTING FILED SUB—BID REQUIRED)
NOTE: ALL REPAIR ITEMS MAY NOT BE SHOWN ON THIS SHEET
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MORTAR COLOR VARIES ACROSS ELEVATION, COLOR
TO BE SELECTED BY THE OWNER. COLOR PUCKS
MAY BE REQUIRED FOR COMPARISON OF INDIVIDUAL
AREAS.

BRICK MASONRY JOINTS ARE TO BE SPOT
REPOINTED. TOOL JOINTS TO MATCH THE EXISTING
SURROUNDING JOINT PROFILES.

REMOVE EXISTING CEMENT MORTAR
UP TO 1" OR 3 X WIDTH, OR TO
ORIGINAL SOUND MORTAR, WHICH
EVER IS GREATER

GRIND OUT NARROW LINE ALONG 7
THE CENTER OF JOINT. EDGES AND

SIDES OF BRICK UNIT SHALL NOT BE
DAMAGED DURING MORTAR GRINDING.

EXISTING BRICK FACING
APPLY PRE HYDRATED POINTING

MORTAR IN 1/4” DEEP LAYERS
AFTER PREVIOUS LAYER HAS K
BEEN TOOLED. TOOL MORTAR WHEN

IT BECOMES "THUMBPRINT” HARD.

MOISTEN ALL JOINTS AND ALLOW
SURFACE TO DRY PRIOR TO THE

APPLICATION OF THE FIRST !
LAYER OF MORTAR. MORTAR TO

BE TOOLED WHEN "THUMBPRINT"

HARD

APPLY PRE HYDRATED POINTING
MORTAR IN 1/4” DEEP LAYERS
AFTER PREVIOUS LAYER HAS BEEN
TOOLED. TOOL MORTAR WHEN IT

|
N
™
H_

EXISTING BRICK FACING

AV

EXISTING MORTAR

BECOMES "THUMBPRINT” HARD.
STEP 3

1/4°+

GRIND OUT NARROW LINE ALONG
THE CENTER OF JOINT. EDGES AW
SIDES OF BRICK UNIT SHALL NOT BE

DAMAGED DURING MORTAR GRINDING.

REMOVE EXISTING CEMENT MORTAR /||/ A
UP TO 1" OR 3 X WIDTH, OR TO

ORIGINAL SOUND MORTAR, WHICH

EVER IS GREATER

STEP 1

1/2"+

EXISTING MORTAR

EXISTING BRICK FACING

REMOVE EXISTING CEMENT MORTAR

UP TO 1" OR 3 X WIDTH, OR TO
ORIGINAL SOUND MORTAR.

11

APPLY PRE HYDRATED POINTING
MORTAR IN 1/4” DEEP LAYERS

bl 1/47¢

AFTER PREVIOUS LAYER HAS BEEN

TOOLED. TOOL MORTAR WHEN IT

EXISTING MORTAR
EXISTING BRICK FACING

BECOMES "THUMBPRINT” HARD.

AF1/47+

REMOVE CEMENT MORTAR FROM
WIDTH OF JOINT BY CUTTING, USING

STEP 4

1/2"+

HAND HELD OR LIGHT PNEUMATIC
TOOLS ONLY. REMOVE ALL MORTAR

WITHOUT DAMAGING OR REMOVING

THE BRICK EDGES OR WIDENING
JOINTS j
REMOVE EXISTING CEMENT

MORTAR UP TO 1” OR 3 X

WIDTH, OR TO ORIGINAL

SOUND MORTAR.
STEP 2

EXISTING BRICK FACING

1/2"+

EXISTING MORTAR

1 /4%

INSTALL LAST LAYER AND
TOOL TO A CONCAVE PROFILE

ALL WORK ASSOCIATED WITH THIS DETAIL TO BE
PERFORMED BY A GENERAL CONTRACTOR, UNLESS
DESIGNATED OTHERWISE.

DO NOT ALLOW MORTAR TO

COME INTO CONTACT WITH OR
RESIDUE TO REMAIN ON ANY

EXPOSED BRICK SURFACES.
STEP 5

1/27+

NTING

1 BRICK MASONRY REPOI

SCALE: NOT TO SCALE

(ALL ITEMS ARE NEW UNLESS DESIGNATED AS EXISTING)

GENERAL PROCEDURES FOR SHALLOW STONE SPALL REPAIR:

(REFER TO SPECIFICATIONS FOR ADDITIONAL INFORMATION)

1. WIDEN CRACKS AS REQUIRED BY CONTINUOUS SAWCUT ROUTING. CLEAN OUT

2. SPACE PORTING DEVICES AS REQUIRED BASED ON DEPTH AND WIDTH OF CRACK. DO NOT
SPACE GREATER THAN 6" APART, OR D/2.

3. MASK EDGES OF CRACK TO CONTROL WIDTH OF APPLIED CAP SEAL.

4. INSERT PORTING DEVICES.

S. APPLY EPOXY CAP SEAL CONTINUOUSLY ALONG CRACK AND AROUND PORTS. CLEAR PORTS
TO ENSURE EPOXY HAS NOT BLOCKED PASSAGE.

6. AFTER CAP SEAL CURE, USE HIGH—PRESSURE INJECTION EQUIPMENT TO INJECT APPROPRIATE
VISCOSITY EPOXY INTO PORTS. START AT BOTTOM PORT, FILLING FULL DEPTH OF CRACK. DO
NOT MOVE TO NEXT PORT UNTIL EPOXY BEGINS TO FLOW FROM ADJACENT PORT, THUS
INDICATING TRAVEL. EXTEND EPOXY WITH SAND IF REQUIRED AS SPECIFIED.

7. AFTER ENTIRE CRACK IS FILLED AND EPOXY CURED. REMOVE PORTS AND GRIND CAP SEAL

FLUSH.

9. QUANTITY OF PORTS SHOWN SCHEMATICALLY.

iy

ELEVATION —
A

STONE SECTION SHOWN
SCHEMATICALLY

PRESSURE INJECTION
PORTS, DRILLED OR g .
SURFACE MOUNT AND —
EPOXIED IN PLACE

SMALLER =
OF 6" OR |/
D/2

_

COLOR OF CAP SEAL
TO MATCH EXISTING CONCRETE
AS CLOSELY AS POSSIBLE.

ALL WORK ASSOCIATED WITH THIS
DETAIL TO BE PERFORMED BY
THE GENERAL CONTRACTOR,
UNLESS DESIGNATED OTHERWISE

SECTION A—A

> YOEEP CRACK PRESSURE INJECTION EPOXY REPAIR

SCALE: NOT TO SCALE

(ALL ITEMS ARE NEW UNLESS DESIGNATED AS EXISTING)

CONTINUOUS SEALANT

SAWCUT CRACK TO PROVIDE

UNIFORM WIDTH AND DEPTH,
REMOVE ALL CONCRETE DUST
FROM CRACK PRIOR TO
INSTALLING SEALANT

EXISTING CONCRETE

ALL WORK ASSOCIATED WITH THIS
DETAIL TO BE PERFORMED BY
THE GENERAL CONTRACTOR,
UNLESS DESIGNATED OTHERWISE

1/4" SAWCUT

BOND BREAKER TAPE
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ROUT & SEAL REPAIR

2z YHALLOW CONCRETE CRACK

SCALE: NOT TO SCALE
(ALL ITEMS ARE NEW UN

LESS DESIGNATED AS EXISTING)
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GENERAL PROCEDURES FOR SPALL REPAIR

1.

2.

REPAIR AREA
(SHOWN SCHEMATIC)

CONCRETE:
SUBSTRATE

10.
1.

12.

4 YYPICAL SPALL REPAIR

BACK—ANGLE SAWCUT PERIMETER — POLYGON SHAPE

(DO NOT CUT REINFORCEMENT).

CHIP OUT ALL DETERIORATED CONCRETE, EXTENDING %"
MINIMUM AROUND REBAR (OR MINIMUM AGGREGATE SIZE, IF
NECESSARY; AS INDICATED IN NOTES BELOW SECTION).
CLEAN ALL EXPOSED REINFORCING STEEL TO BARE METAL
CONDITION. (SSPC — SP11).

REMOVE ADDITIONAL SUBSTRATE TO EXPOSE AND CLEAN
CORRODED STEEL WHICH HAS SCALED RUST (BARS WITH
ONLY LIGHT SURFACE RUST AND SOLID CONCRETE COVER
MAY BE LEFT ALONE.)

EXAMINE REBAR AND DETERMINE SECTION LOSS. BARS WITH
25% OR GREATER LOSS SHALL RECEIVE SUPPLEMENTARY
REINFORCEMENT.(REFER TO DETAIL). REMOVAL OF ADDITIONAL
SOUND CONCRETE TO ALLOW PLACEMENT OF SUPPLEMENTAL
STEEL SHALL NOT BE INCLUDED IN SPALL REPAIR
QUANTITIES.

EXAMINE SUBSTRATE FOR CRACKS. REFER TO CRACK REPAIR
AS REQUIRED.

SCARIFY SUBSTRATE TO %" MINIMUM SURFACE PROFILE (ICRI
— CSP 8 OR 9). WASH SUBSTRATE AND LEAVE SSD
(SATURATED SURFACE DRY) CONDITION.

APPLY EPOXY MODIFIED CEMENTITIOUS PRIMER/ BOND AGENT
TO ALL CONCRETE SUBSTRATE (1 COAT) AND EMBEDDED
STEEL OR REBAR (2 COATS).

AT VERTICAL SPALLS WITH A DEPTH GREATER THAN 1},
DRILL AND EPOXY J%” MIN. DIAMETER STAINLESS STEEL PINS
INTO SUBSTRATE OF REPAIR AREA. MAINTAIN 2" MIN. EDGE
DISTANCE FOR EACH PIN. SPACE PINS 6” 0.C. EACH WAY.
DRAPE PINS WITH 2" x 2"x 14 (MIN.) GAUGE STAINLESS
STEEL OR EPOXY COATED WIRE MESH WITH 1 %" COVER.
MESH IS REQUIRED AT EACH 1%” DEPTH OF REPAIR. TIE
ALL MESH TO EACH PIN. PINNING IS ALSO REQUIRED AT
CORNER AND PANEL PERIMETER SPALL REPAIRS,
REGARDLESS OF SPALL DEPTH.

PREPARE SAMPLE OF REPAIR MORTAR FOR APPROVAL OF
COLOR. ADJUST MIX UNTIL COLOR IS ACCEPTABLE. APPLY
SPECIFIED REPAIR MORTAR AFTER BONDING AGENT TO
ACHIEVE A "WET—ON—WET" APPLICATION.

WHERE CORRODED STEEL IS EVIDENT, OR WHEN MORE THAN
HALF OF THE REBAR DIAMETER IS EXPOSED, SUBSTRATE
SHALL BE CHIPPED %" MINIMUM TO 1}%" MAXIMUM BEHIND
REBAR.

CONCRETE SECTION SHOWN SCHEMATICALLY.

ALL WORK ASSOCIATED WITH THIS
DETAIL TO BE PERFORMED BY
THE GENERAL CONTRACTOR,
UNLESS DESIGNATED OTHERWISE

SCALE: NOT TO SCALE

(ALL ITEMS ARE NEW UNLESS DESIGNATED AS EXISTING)

]

1/4 1/ 1

PAINT NEW STEEL COMPONENTS,
COLOR TO MATCH EXISTING

EXISTING BRICK MASONRY

3/8" DEWALT LOK—BOLT

/EXISTING BRICK MASONRY
/3"X2—1/2"X3/8" ANGLE

3/8" DEWALT LOK—BOLT AS
SLEEVE ANCHOR

EXISTING HANDRAIL EMBEDMENT

AS

SLEEVE ANCHOR

3"X2—1/2"X3/8" ANGLE

1/4 1/ 1

EXISTING HANDRAIL EMBEDMENT

4 )
WORK DESIGNATION SYMBOLS

PAINTING SUBCONTRACTOR

\.

ALL WORK ASSOCIATED WITH THIS DETAIL TO BE

PERFORMED BY A GENERAL CONTRACTOR, UNLESS

DESIGNATED OTHERWISE.

A AN

EXISTING HANDRAIL SECUREMENT

SCALE: NOT TO SCALE

(ALL ITEMS ARE NEW UNLESS DESIGNATED AS EXISTING)

STAIR STRINGER AND TREDS TO
BE REPLACED IN KIND.

BITUMINOUS CONCRETE; REPLACE
AS REQUIRED TO INSTALL
CONCRETE FOOTING

2"X57X3/8" GALVANIZED STEEL
ANGLE

EXPANSION ANCHORS
CAST—IN—PLACE 12" DIAMETER
CONCRETE PIER, USE SONOTUBE
TO FORM

SEALANT

EXPANSION JOINT FILLER
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